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IN THE CLAIMS : 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

\ 

1 . (Currently Amended) A method for sotting up performing a USSD transfer for 
transmitting data between two parties, namely a mobile station (MS) and a cellular 
communications network (PLMN) , wherein the USSD transfer takes place on a fast channel 
(FACCH) if the mobile station is involved in a^call, and otherwise on a slow channel 
(SDCCH) ; ^ 

the method b e ing charact e riz e d in that comprising : 

determining the amount of data to be transmitted is d e t e rmin e d (1 2, 2 2) in the USSD 



transfer ; and 

if the amount of data to be transmitted in the USSD transfer is likely to exceed a 

predetermined threshold, and if the mobile station (MS) is not involved in a call, directing the 

\ 

mobile station (MS) is dir e ct e d to call mode for switching performing t he USSD transfer te 
on the fast channel (FACCH) . ^ 

\ 

2. (Currently Amended) A method as claimed^in claim 1 , charact e riz e d in 
that further comprising directing the mobile station is direct e d into call mode by initiating a 
call attempt (1 1, 1 1';2 1,2 1') . 



3. (Currently Amended) A method as claimed in claim 2 claim 1 , charact e riz e d 
k*4hat wherein the party (MS, PLMN) that initiates the USSD transfer also initiates the call 
attempt (1 1, 1 1 ? ;2 1,2 4') . 



4. (Currently Amended) A method as claimed in claim 2 \ claim 1 , charact e riz e d 
Hfr4ha twherein the network (PLMN) , when initiating the USSD transfer, sends the mobile 
station (MS) an indication (3 2) that the mobile station (MS) must initiate the call attempt-£J- 
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5. (Currently Amended) A method as claimed in claim 2 4-, charact e riz e d in 
thatwherein the mobile station-(MS), when initiating the call attemp t (1 4, 1 <T) , calls a non- 



existent number or itself. 



\ 



6. (Currently Amended) A mobile station (MS), adapt e d for se tting 
up comprising: \ 

means for performing a USSD transfer for transmitting data between itself and a 
cellular communications network (PLMN) , wherein the USSD transfer takes place on a fast 
channel (FACCH) if the mobile station is involved in a call, and otherwise on a slow channel 
(SDCCH) ; and ^ 

charact e riz e d in that th e mobil e station (MS) is adapt e d to: 

d e t e rmin e~fi-3 ^a first logic for determining the amount of data to be transmitted in the 
USSD transfer ; and ^ 

initiat e a second logic initiating a call attempt (1 4, 1 4') for switching the USSD 
transfer to the fast channel (FACCH) if the amount of data to be transmitted in the USSD 
transfer is likely to exceed a predetermined threshold and if the mobile station (MS) is not 
involved in a call. 



7. (Currently Amended) An arrangement fora cellular communications network 
(PLMN) , adapted for setting up USSD transfer for transmitting data between itself and a 
mobile station (MS) , wherein the USSD transfer takes placlon a fast channel (FACCH) if the 
mobile station (MS) is involved in a call, and otherwise on a -slow channel (SDCCH) ; 

charact e riz e d in that the arrangement is adapt e d to comprising : 

d e t e rmin e-&-24 a first logic for determining the amoun^\of data to be transmitted; and 
initiat e a call att e mpt (1 1, 1 4'; 2 4, 2 <T) a second logic for initiating a call attempt 
for switching the USSD transfer to the fast channel (FACCH) if^he amount of data to be 
transmitted in the USSD transfer is likely to exceed a predetermined threshold and if the 
mobile station (MS) is not involved in a call. ^ 

8. (Currently Amended) An arrangement as claimed in\ claim 7, characterized in 
that wherein the second logic is adapted to initiate a call attempt (1^1, 1 4') by sending to 
the mobile station (MS) an indication (3 2) that the mobile station (MS) must initiate the call 
attempt. 
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